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DESIGN

FOOD
GRADE

EG/EC1 93512004 plus FOA.

QUICK
CONNECT®

Earthing bridge stainless steel pack w. 10

Pcs.
The Pull-Ring System

Article number: 11003792

Contact caps made of electrically conducting EPDM
Recommended for use with JACOB standard RAL 7032 (pebble grey) powder Quantity: 1
coated surfaces, electrically conducting.
No need to remove paint residues from contact areas on piping components
when using an earthing bridge with contact caps.

Fr. Jacob S6hne GmbH & Co.kg
HRA 3524 - AG Bad Oeynhausen
Personlich haftende
Gesellschafterin

Jacob Rohrsysteme
Beteiligungs-GmbH

Jacob Rohrsysteme
Beteiligungs-GmbH

HRB 3923 - AG Bad Oeynhausen
Geschéftsfiihrer:

Klaudine Gericke / Patrick Jacob

JACOB

NO.1 IN PIPENORK SYSTEMS

Material: Stainless steel

Contact Caps: without Contact Caps

Sparkasse Minden-Libbecke
IBAN: DE64 4905 0101 0049 0010
76

BIC: WELA DE D1 MIN

40,90 €

Deutsche Bank Minden

IBAN: DE58 4907 0028 0286 1003
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BIC: DEUT DE 38 490
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